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Issued to:  ALMECO SPA 

VIA LIBERAZIONE 15 

20098 S GIULIANO MILANESE MI ITALY 

   

This is to certify that 

representative samples of 

 COMPONENT - LUMINAIRE FITTINGS 

Refer addendum page for models 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 1598 and CSA C22.2 NO. 250.0-08, LUMINAIRES 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
The UL Recognized Component Mark generally consists of the manufacturer’s identification and catalog 
number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products 
that have been produced under UL’s Component Recognition Program, UL’s Recognized Component Mark: 

, may be used in conjunction with the required Recognized Marks.  The Recognized Component Mark is 
required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual 
recognitions. 
 
Recognized components are incomplete in certain constructional features or restricted in performance 
capabilities and are intended for use as components of complete equipment submitted for investigation rather 
than for direct separate installation in the field.  The final acceptance of the component is dependent upon its 
installation and use in complete equipment submitted to UL LLC. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Models: V95100040L, V95100050L, V95230040L, V95230050L, S100040BXX, S100050BXX, 
S145/4040BXX, S130/3040BXX, S130/3050BXX, S230050BXX, S103050BXX, S090040BXX, 
S090050BXX, SYYYWWWZZZ, SYYYHBWWWZ, SYYY/2WWWZ, SYYY/3WWWZ, SYYY/4WWWZ, 
SYYYBFWWWZ, V95YYYWWWZ, V98YYYWWWZ, VFE95YYYJJ, VFE98YYYJJ, VGE95YYYJJ, 
VGE98YYYJJ, VUVYYYWWWZ, VK95YYYWWW, VK98YYYWWW, VXXX93WWWZ, VXXX95WWWZ, 
VXXX98WWWZ, 
Where: 
 
YYY – Indicates the surface finish. It can be: 080, 090, 091, 093, 100, 101, 102, 103, 106, 110, 120, 
121, 125, 127, 128, 130, 134, 138, 139, 145, 170, 180, 190, 197, 199, 210, 230, 234, 235, 236, 250, 
800, 950, 951, 958, 959 and D80. 
 
WWW – Indicates the thickness of the material as follows: 015 (0.15 mm), 020 (0.20 mm), 030 (0.30 
mm), 035 (0.35 mm), 040 (0.40 mm), 050 (0.50 mm), 056 (0.56 mm), 060 (0.60 mm), 070 (0.70 mm), 
075 (0.75 mm), 080 (0.80 mm) – 100(1 mm) 
 
Z – Internal Identifier. It can be: B, F, L and S 
 
Or 
 
ZZZ – Internal identifier. It can be: G00, B00 and CG0 
 
JJ - Indicates the thickness of the material as follows:  
15 (0,15 mm), 02 (0,20 mm), 03 (0,30 mm), 35 (0,35 mm), 04 (0,40 mm), 05 (0,50 mm), 06 (0,60 mm), 
07 (0,70 mm), 75 (0,75 mm), 08 (0,80 mm), - 10 (1 mm) 
 
XXX - Indicates the special pvd treatments:  
It can be: SP1, SP2, PR1, LB1, LB2, LB3, GP1, GP2, GP3 
 

http://ul.com/aboutul/locations/

